












 

 

 

 

SECTION 3 OF OPERATING INSTRUCTIONS CONTINUED: 
 
 
 

 DANGER: CONTACT LOCAL UTILITY COMPANIES FOR UNDERGROUND SERVICES BEFORE INSTALLING POSTS.  
 
  DANGER: WHEN DRIVING POSTS, ALWAYS WATCH FOR OVERHEAD POWER LINES.  IF POST DRIVER MAKES CONTACT WITH 

POWER LINES , OPERATOR OR THOSE NEARBY COULD BE SERIOUSLY INJURED OR KILLED. 
 
 
  DANGER: NEVER PLACE YOUR HAND ON TOP OF POST. 
 
 
 WARNING: USE SAFETY GLASSES AND HAND WEAR TO PROTECT AGAINST SPLINTERS. 
 
 
  CAUTION: NEVER USE THE VALVE TO STOP THE HAMMER UNLESS IN EXTREME EMERGENCY.  THE RESULTING EXTREME 

HYDRAULIC PRESSURE MAY SERIOUSLY DAMAGE HYDRAULIC SYSTEM. 
 
    
  CAUTION: KEEP ALL UNTRAINED PERSONNEL AWAY FROM THE POST DRIVER AT ALL TIMES. ONLY PERSONNEL 

KNOWLEDGEABLE IN THE OPERATION SHOULD BE ALLOWED NEAR OR IN CONTROL OF THE POST DRIVER. 
 
    
 WARNING: TO AVOID SERIOUS INJURY OR DEATH.  USE DISCRETION WHEN ADDING BALLAST TO HAMMER AS BOTH TRACTOR 

AND POST DRIVER MAY BECOME UNSTABLE DURING EITHER OPERATION OR TRANSPORTING UNIT. 
 
  DANGER: ALWAYS LOWER POST DRIVER STAND TO GROUND, LOWER HAMMER AND SHUT OFF POWER WHEN POST DRIVER 

IS LEFT UNATTENDED OR IS NOT IN OPERATION.  SERIOUS INJURY OR DEATH MAY RESULT IF HAMMER FELL 
UNEXPECTEDLY AND STRUCK PERSON(S) NEARBY. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Page 13 



 

 

OPERATING INSTRUCTIONS CONTINUED: 
 
6. To transport post driver, proceed as follows:  
 See ILL. 11. 
 
 a) Lower hammer cylinder to bottom. 
 

b) Rotate hammer by activating lower cylinder, arrow 1, so top of 
hammer is in 12 o’clock position.  (Viewed from rear of tractor). 

 
c) Tilt hammer in by contracting upper tilt cylinder, arrow 2. 
 
d) Stop post driver hydraulic pump. 
 
e) Using skid-steer loader arms, raise Post Driver. 
 
 
 

 CAUTION: NEVER ALLOW ANYONE NEAR THE POST DRIVER WHEN YOU ARE PERFORMING OPERATING FUNCTIONS. 
 

 
 

 CAUTION: WHEN TRANSPORTING THE POST DRIVER ON A PUBLIC ROAD OR HIGHWAY BY NIGHT OR DURING THE DAY, USE 
ACCESSORY LIGHTS AND DEVICES TO GIVE ADEQUATE WARNING TO THE OPERATORS OF OTHER VEHICLES.  CHECK 
LOCAL REGULATIONS. 

 

 CAUTION: BE SURE SMV (SLOW MOVING VEHICLE) EMBLEM IS CLEAN AND VISIBLE BEFORE TRANSPORTING POST DRIVER.  
THE SMV EMBLEM WARNS OTHER VEHICLES APPROACHING FROM REAR. 

 

 CAUTION: REDUCE SPEED WHEN TRANSPORTING POST DRIVER OVER UNEVEN OR ROUGH TERRAIN. 
 

 CAUTION: SHIFT SKID-STEER LOADER INTO A LOWER GEAR WHEN TRANSPORTING POST DRIVER DOWN HILLS OR STEEP  
   SLOPES. 
 

 CAUTION: COMPLY WITH ALL STATE, FEDERAL, AND LOCAL LAWS WHEN TRANSPORTING POST DRIVER ON ROADWAYS.  
 
 

 WARNING: RETRACT HAMMER CYLINDER AND UPPER TILT CYLINDER BEFORE TRANSPORTING POST DRIVER. 
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OPERATING INSTRUCTIONS CONTINUED: 
 
7. MAST EXTENSION KIT (INSTALLATION) - Instructions to convert from low hammer to high hammer.  (OPTIONAL) 
 

IMPORTANT: TO PREVENT POST DRIVER FROM FALLING WHILE CONVERTING HAMMER, ATTACH POST DRIVER TO SKID-STEER 
LOADER. 

 
a) See ILL. 12.  With post driver mounted on skid-steer loader, position hammer so it is in a vertical position, then raise hammer 

so rubber bumpers are above bracket, arrow 5.  Next, place a safety block between bottom of hammer and bottom of mast.  
 
    CAUTION: PLACE A BLOCK BETWEEN BOTTOM OF HAMMER AND BOTTOM OF MAST. IF HYDRAULIC SYSTEM FAILED OR IF 

HYDRAULIC LEVER WAS ACCIDENTLY OPERATED, HAMMER COULD FALL CAUSING SERIOUS INJURY OR DEATH. 
 

b) Remove top angle iron bumper stop, arrow 1, from bracket, arrow 6, at top of mast.  Next install same bumper stop, lower 
bracket, arrow 5, at mid point of mast.  Position bumper as shown.  Fasten with (2) 1/2" x 1-1/2" hex bolts c/w nuts and locks.  

 
c) Remove safety block and lower hammer so rubber bumpers rest on bumper stop, arrow 6.   

 
d) See ILL. 12.  Insert mast extension, arrow 2, into top of mast.  Secure to bracket, arrow 7, with (2) 1/2" x 1-1/2" hex bolts c/w 

nuts and lockwashers. 
 

e) Remove nut from top of hammer cylinder and allow shaft to retract into cylinder.   
 

f)  See ILL. 12.  Install lift spacer, arrow 3, inside the hammer lift bracket as shown.  Fasten top of lift spacer with (1) 3/4" x 2" 
hex bolt c/w nut and lockwasher.  Fasten center of lift spacer to front of hammer lift bracket with one (1) backing plate, arrow 
4, and one (1) 1/2" x 1-3/4" bolt c/w nut and lockwasher.  Locate backing plate, arrow 4, over front of hammer lift bracket.   

 
f) See ILL. 12.  Next install hammer cylinder shaft in hole in bottom of lift spacer, arrow 3.  Secure shaft with three (3) 3/4" nuts, 

one 3/4" locknut on top of lift spacer and two (2) 3/4" jam nuts at bottom of lift spacer.  Turn locknut until 1/4" of thread 
extends beyond nut.  Next tighten top jam nut against bottom of lift spacer.  Then lock top jam nut by tightening bottom jam nut 
against it, See ILL. 13 , Detail “A”. 

 
 IMPORTANT: BE SURE ALL BOLTS AND CYLINDER SHAFT NUTS ARE TIGHT BEFORE USING POST DRIVER. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
     CAUTION: ALWAYS USE EXTRA CARE WHEN OPERATING POST DRIVER WITH MAST EXTENSION INSTALLED.  THE EXTRA 

HEIGHT THE HAMMER IS RAISED MAY CAUSE SKID-STEER LOADER AND POST DRIVER TO BECOME UNSTABLE. 
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OPERATING INSTRUCTIONS CONTINUED: 
 
8. MAST EXTENSION KIT (REMOVAL) - Instructions to convert from high hammer to low hammer position.  (OPTIONAL) 
 

IMPORTANT: TO PREVENT POST DRIVER FROM FALLING WHILE CONVERTING HAMMER, ATTACH POST DRIVER TO SKID-STEER 
LOADER. 

 
a) See ILL. 14.  With post driver mounted on skid-steer loader, position hammer so it is in a vertical position and lower hammer on 

to bumper stop, arrow 6. 
 

b) Remove mast extension, arrow 2, from top of mast. 
 

c) See ILL. 14.  Remove nut from top of hammer cylinder and allow shaft to retract into cylinder. 
 

d)  See ILL. 14.  Remove lift spacer, arrow 3, front top of hammer. 
 

e) See ILL. 14.  Next, pull shaft out of cylinder and insert it through hole in hammer lift bracket, arrow 9.  Shaft is secured with three 
(3) 3/4" nuts,  one 3/4" locknut on top of bracket and two (2) 3/4" jam nuts at bottom of bracket.  Turn locknut until 1/4" of 
thread extends beyond nut.  Next, tighten top jam nut against bottom of lift bracket.  Then lock top jam nut by tightening bottom 
jam nut against it.  See ILL. 15, Detail “A”. 

 
f) See ILL. 14.  Use hydraulic system, raise hammer so rubber bumpers are above top bracket, arrow 6.  Then place a safety block 

between bottom of hammer and bottom of mast. 
 
  CAUTION: PLACE A BLOCK BETWEEN BOTTOM OF HAMMER AND BOTTOM OF MAST. IF HYDRAULIC SYSTEM FAILED OR IF 
   HYDRAULIC LEVER WAS ACCIDENTLY OPERATED, HAMMER COULD FALL CAUSING SERIOUS INJURY OR DEATH. 

 
 
g) See ILL. 14.  Remove lower bumper stop, arrow 6, from bracket, arrow 5.  Next remove safety block and lower hammer so rubber 

stops rests on bottom stop, arrow 8. 
 
h) See ILL. 14.  Fasten hammer stop, arrow 1, to bracket, arrow 7, with two (2) 1/2" x 1-1/2" bolts c/w nuts and lockwashers.  (This 

is the same bracket (arrow 6) that was removed earlier). 
 

IMPORTANT: BE SURE ALL BOLTS AND CYLINDER SHAFT NUTS ARE TIGHT BEFORE USING POST DRIVER. 
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MAINTENANCE 
 

1. Lubricate post driver as follows: - See ILL. 16. 
 
 

a) Grease hammer pivots every 50 hours of operation. 
 

b) Raise hammer and grease both sides of hammer slide 
every 10 hours of operation. 
 

     CAUTION: DO NOT LUBRICATE OR ADJUST POST DRIVER 
WHEN IT IS BEING OPERATED OR WHILE IT IS 
IN MOTION. 

   
      CAUTION: ALWAYS RETRACT ALL CYLINDERS, SHUT OFF  

SKID-STEER ENGINE AND LOCK BRAKES 
BEFORE LUBRICATING POST DRIVER. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

   DANGER: DO NOT RAISE LOADER ARMS AND STAND UNDER POST DRIVER TO ADJUST OR SERVICE POST DRIVER.  ALWAYS 
    LOWER LOADER ARMS WHEN SERVICING OR ADJUSTING POST DRIVER. 
 
2. HYDRAULIC SYSTEMS 
 

a) Periodically check level of hydraulic oil in reservoir.  Oil should be within 1" of the top of reservoir. 
 

b) Change oil filter every 200 hours of operation. 
 
3. Check for any loose bolts and tighten if required. 
 
4. Be sure all pins have cotter pins or hair pin cotters installed, especially pins which secure post driver to tractor 3-point hitch. 
 
5. Replace any safety decals that are damaged or are illegible. 
 

 DANGER: NEVER WORK ON THE HAMMER WHEN IT IS IN THE RAISED OR PARTIALLY RAISED POSITION.  IF HAMMER FELL,  
 OPERATOR OR PERSON(S) NEARBY COULD BE SERIOUSLY INJURED OR KILLED.  

 

 WARNING: ESCAPING HYDRAULIC FLUID UNDER PRESSURE CAN HAVE SUFFICIENT FORCE TO PENETRATE THE SKIN, 
CAUSING SERIOUS PERSONAL INJURY.  BEFORE DISCONNECTING LINES, BE SURE TO RELIEVE ALL PRESSURE.  
BEFORE APPLYING PRESSURE TO THE SYSTEM, BE SURE ALL CONNECTIONS ARE TIGHT AND THAT LINES, PIPES, 
AND HOSES ARE NOT WORN OR DAMAGED.  

 

 WARNING: FLUID ESCAPING FROM A VERY SMALL HOLE CAN BE ALMOST INVISIBLE.  USE A PIECE OF CARDBOARD OR 
WOOD, RATHER THAN  HANDS, TO SEARCH FOR SUSPECTED LEAKS.  IF INJURED BY ESCAPING FLUID, SEE A 
DOCTOR AT ONCE.  SERIOUS INFECTION OR REACTION CAN DEVELOP IF PROPER MEDICAL TREATMENT IS NOT 
ADMINISTERED IMMEDIATELY.  

 

 CAUTION: IF SPRAY-CAN IS USED, BE CAREFUL WHEN DISCARDING EMPTY CANS.  DO NOT INCINERATE OR PUNCTURE CAN. 
 

    CAUTION: DO NOT PERMIT SMOKING, SPARKS OR OPEN FLAME WHERE COMBUSTIBLE LUBRICANTS OR LIQUIDS ARE BEING 
USED. 
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MAINTENANCE CONTINUED: 
 
 
     CAUTION: REPLACE ANY WORN OR DAMAGED HYDRAULIC HOSES AND KEEP ALL HYDRAULIC HOSES AND HYDRAULIC 

FITTINGS TIGHT. 
 
     CAUTION: SHUT OFF ALL POWER AND LOCK BRAKES BEFORE ADJUSTING, SERVICING OR CLEANING THE POST DRIVER. 
 
 
   IMPORTANT: REPLACE ANY SAFETY DECALS THAT ARE DAMAGED OR ARE ILLEGIBLE. 
 
 

STORAGE 
 
1. Be sure hammer is lowered to bottom position. 
 
2. If post driver is removed from skid-steer loader for storage, perform the following procedures: 
 

a) Find a level piece of ground. 
 

b) Lower front leg of support stand, and lock in lower position with lock pins, see ILL. 16. 
 

c) Using loader arms, lower post driver to the ground so it is resting on three legs of support stand. 
 

d) Using post driver hydraulic controls, lower hammer and close tilt cylinders. 
 

e) Shut off tractor engine and lock brakes. 
 

f) Disconnect hydraulic motor hoses from loader arms. 
 

g) Unlock quick-tach mechanism.  Start skid-steer loader and back away from post driver.  
 

 
 
3. Clean and lubricate all grease points and hammer slide when storing post driver for extended period of time. 

 
4. Inspect the post driver for any missing, worn, or damaged parts.  Replace parts as required. 

 
5. Check for any loose bolts and tighten if required. 

 
6. Be sure all pins have cotter pins or hair pin cotters installed. 

 
7. Apply a thin layer of grease to exposed cylinder shafts to prevent rusting when storing post driver for extended period of time. 
 
 

  DANGER:  DO NOT STORE POST DRIVER WITH HAMMER IN RAISED POSITION.  IF HAMMER FELL PERSON(S) NEARBY COULD BE 
SERIOUSLY INJURED. 
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BEGINNING OF SEASON SERVICE 

 
1. Clean off any dirt or grease that may have accumulated on moving parts.  This will prevent abrasive action that could cause excessive 

wear. 
 
2. Thoroughly inspect the post driver for any loose or missing parts and adjust as necessary.  Replace any worn or damaged parts. 
 
3. Replace any safety decals that are damage or are illegible.  
 
 
 END OF SEASON SERVICE 
 
1. Coat all sliding parts with a layer of grease to prevent rust.  The chief enemies of your post driver, rust and corrosion, are busy the year-

around.  A little time and effort spent protecting the post driver from destructive moisture will repay you in longer service, easier 
operation, and higher resale value.  This should also be done if the machine is going to sit for long periods of time.  Clean the post driver 
thoroughly to remove dirt and trash which hold moisture and cause rusting. 

 
2. Replace worn or damaged parts. 
 
3. Replace any safety decals that are damaged or are illegible. 
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